
 

 

 
 
 
 
 
 
FAZOS-24,5/43 
 
Obudowa skrzy � owa�  

Gate Road support 
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Wysoko��  obudowy | Geometrical height range | ������  	
��
  2,45–4,3m [� ] 

Zakres roboczy | Operational height range | �����
�  �
������  2,65–4,2m [� ] 

Podporno��  stojaków | Leg capacity | C��
��
����
�  ����	  

- wst� pna | at set | �
����

�������  1570kN [	� ] 

- robocza | at yield | 
������  1767kN [	� ] 

Podporno��  obudowy | Support density | ���
��
����
�  	
��
  6x1767kN [	� ] 

Skok obudowy | Stroke of advance | ���  ��
���
�	
  	
��
  0,8m [� ] 

Si
a przesuwu | Advancing force | ��
�
�  ��
���
�	
  

- sekcji  skrajnych | outer units | 	
���
  ��	!
�  776kN [	� ] 

- sekcji � rodkowej | central units | �
�����  ��	!

   1108kN [	� ] 

- nap� du | drive | �

����  1108kN [	� ] 

Ci� nienie zasilania | Supply pressure | "�����
�  �
���
#  32MPa [M$ a] 

Masa sekcji | Weight | %����  ��	!

  	
��
  43 560kg [	� ] 

 


